
The Supercar has been around for 30 years and remains an industry 
favorite. Built tough and to customer's needs, it can get your workers to 
whatever outby mining location they need to get to. The Supercar can be 36V 
or 48V and have a Series or SepEx motor depending on the control, power, and 
price you need.

With features like automatic hub greasers and tapered roller bearings, the Supercar 
is a great benefit in a variety of industries. Johnson Industries’ Super Car has the 
durability for the job, and is or can be used around the world in salt mines, coal 
mines, molybdenum mines, zinc mines, potash mines, gold mines, rock mines.

Featuring a 1200-3000 lb Dana Spicer rear axle, panic switch, and 45-7.2HP 
separately excited motor, the Supercar from Johnson Industries is a great solution for 
your industry’s personnel carrier needs.

sales@johnsonindustriesinc.com 

www.JohnsonIndustries.com

(606) 639-2029
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DC Supercar (Underground Personnel Carrier)



Air bag suspension

Front disc brakes

Battery monitor

Electric steering

Rear wet brakes

Special painting

Strobe light

Fire extinguisher

Rescuer storage box
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Vehicle Specifications Standard Dimensions:

Available Options:

Industries Used Or Can Be Used:

www.JohnsonIndustries.comJOHNSON INDUSTRIES

Width: 48.5” - 60”

Overall Length: 145”

Mining Industries

Salt Mining

Coal Mining

Molybdenum Mining

Zinc Mining

Potash Mining

Gold Mining

Rock Mining

Electrical: 36 or 48 vdc system 
Separately excited controller
5 hp separately excited motor or 7.2 hp 
separately excited motor
Commercial deep-cycle batteries
Rear axle: dana spicer, 1200 lbs gross 
rating or gt 3000 lb gross rating differential
Brakes: motor drum standard
Front axle: tapered roller bearing on 
spindles, 3500 lbs rating
Automatic hub greasers
Steering: commercial truck steering box
Body: 12 gauge steel on tubing frame
Panic switch

DC Supercar - Underground Personnel Carrier
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